
Ts5 Economical high-speed inkjet printer

Product Description

Anti Collision
Device 

Backflow
Protection

Intelligent
Feathering

Low Ink Alaram Automatic Height
Measurement

Continuous
Printing Function

Negative Pressure
Regulation

UV Curing

Color SCHEME

8-jet configuration
(Double row four colors) printing speed can reach
480 sqm/h

T5S Economical high-speed inkjet printer adopts KONICA KM1024i or KM512i high-speed industrial-grade printheads, 

achieving a printing speed of up to 480 sqm/h.

It supports multiple printing modes such as mist spray, feathering, anti-aliasing, and uniform mode.

The printing width is 3200mm, suitable for advertising industry, body stickers, light boxes, etc.
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CORE CONFIGURATION

TAIWAN HIVIN
LINEAR GUIDEWAY

KONICA
KM 1024i / KM 512i LEISER MOTOR



T5S Print Speed Parameters  

Printhead  High Speed Mode  Standard Mode  High -Quality Mode  Ink Color  

KONICA 1024i -13PL  

8 Heads  

480×720 dpi 2 pass  

220 m²/h  

540×720 dpi 3 pass  

150 m²/h  

540×720 dpi 4 pass  

120 m²/h   

KONICA 1024i -30PL  

8 Heads  

480×360 dpi 1 pass  

480 m²/h  

480×720 dpi 2 pass  

260 m²/h  

480×1080 dpi 3 pass  

175 m²/h   

KONICA 512i -30PL  

8 Heads  

480×720 dpi 2 pass  

230 m²/h  

480×1080 dpi 3 pass  

160 m²/h  

480×720 dpi 4 pass  

120 m²/h   

 



PRODUCT DETAILS

ALL-STEEL PRECISION WELDING AND PRECISION GANTRY 
CENTER PROCESSING AGING RACK HEAVY-DUTY STRUCTURE

SUPER MARBLE 00 LEVEL TESTING PLATFORM, SKILLED DEBUGGING 
TOOLS AND PROCESSES

ADJUSTABLE CARRIAGE LIFT DEVICE

RAYSE STEPPER MOTOR

USES KONICA'S LATEST KM1024İ OR KM5121 
HIGH-SPEED INDUSTRIAL-GRADE PRINTHEADS

The frame and steel beam are made of 80x80x5mm or 
150x100x5mm seamless extruded square steel. The 
installation positioning and accuracy of all motion 
mechanism are ensured by precise laser feeding. precise 
welding, high temperature annealing aging process, 
imported CNC gantry milling machine four-sided cutting 
processing and drilling. There are 48 positioning points 
and multiple precision installation reference points to 
ensure five-year guarantee for the TEMES machine 
structure.

No expense is spared to customize 550x40x60cm 00 level 
testing platform which controls the debugging accuracy of 
printing beam and double rail of machine equipment within 5C, 
the noise under.

The printhead height can be adjusted according to different 
printing media.

High-precision linear decoding drive for higher precision, 
smaller length error, and smoother operation.

Fixed point printing for fast, high-precision output.
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8 PRINTHEAD CONFIGURATION 
(DUAL FOUR-COLOR)

INTELLIGENT INFRARED 
DRYING SYSTEM

CONSTANT TEMPERATURE HEATING 
SYSTEM FOR FRONT, MIDDLE, AND 
REAR PRINTHEAD BASE PLATES

SUPPORTS MULTIPLE PRINTING 
MODES

High-speed printing with a maximum 

speed of up to 480 sqm/h.

Fast and efficient drying. Gradient, Precision, uniform mode, pro-viding 
a perfect experience with faster and higher 
precision printing quality.

Maintains stable ink temperature, preventing 
the ink from being too cold or too hot.
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